
H (cm) pz

0 - 199 4

200 - 279 6

280 - 359 8

360 - 439 10

440 - 500 12

dimensioni in mm
dimensions shown in mm

VERANDA

note - notes

blind supplied without switch

vertical or horizontal installation

colori standard - standard colours

suitable fabrics

supplementi - supplement

per l’utilizzo dei tessuti consultare la sezione dei teli 

for fabric choice consult the fabric section and Tab. “A”

 - white Ral 9010
 - silver anodised

GVS
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Ø 78

EN 13561 : CLASS 3 CARATTERISTICHE:

Protezione ottimale limitando al massimo l’effetto serra
 CV140 in alluminio estruso composto da 

testate laterali in alluminio pressofuso
 Ø 78 mm in acciaio zincato

Guide: GVS in alluminio estruso complete di tappi in 
alluminio pressofuso

cuscinetti a sfera. Il telo è tenuto in tensione da una molla di 

richiesta)

CHARACTERISTICS:
 vertical/horizontal
 designed for verandas and other large glassed 

area. Optimum solar protection is obtained by reducing the 
greenhouse effect to a minimim

 CV140 heavy duty extruded aluminium headbox 
with removable cover and cast aluminium end cheeks

 Ø 78 mm galvanized steel 
 GVS extruded aluminium side channels, 

connected to plastic pulleys
 FV92 traction bar in extruded aluminium with 

removable cover containing a pre-loaded spring to guarantee 
constant fabric tension in any position. PES HT 2.5mm 
wires run inside side channels. Traction bar mounted on ball 
bearings inside rail caps.

 M50 tubular motor 230V/50Hz, with top/bottom 
limit switches and mains cable, thermal cut-out and class 
IP44 water resistance. Switch excluded

 choice of mounting brackets for the installation 
on any surface (A,B brackets included. C/D/E on request) 
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